$\approx$ filzBee
$\approx$ filzBee

Felt

## endlessly

## Sharp <br> Acoustic PET felt baffles



Our ceiling baffles are the perfect solution for office spaces to significantly improve acoustic performance

## Specification

Material: PET felt
Min. 60\% from recycled PET bottles Sound absorption and reflection effect
Easy to install and clean
Recyclable
Production: Poland

Thickness of baffles: 12 mm / 18 mm 24 mm
Material density: 1900g/m
Flammability class: B, s1
Mounting method: mounting slings


| Thickness <br> $(\mathrm{mm})$ | Quantity of <br> baffles | Distance between <br> baffles (mm) | Width (mm) | Length <br> $(\mathrm{mm})$ | Baffle height <br> $(\mathrm{mm})$ |
| :---: | :---: | :---: | :---: | :---: | :---: |
| $\mathbf{1 2}$ | 14 | 100 | 1180 | 1500 | 300 |
| $\mathbf{1 8}$ | 14 | 100 | 1180 | 1500 | 300 |
| 14 | 100 |  |  |  |  |

## Color palette 9 mm | 18mm



## Color palette 12 mm | 24mm


*The filzbee colors you see vary depending on the characteristics of your TV/computer/tablet/smartphone screen, although they are chosen to be closest to the original color shades. To be sure of your choice, we recommend viewing PET felt samples.

## fllzBee

We produce with passion!

